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INSTRUCTIONS OF USE 

        Follow the steps below: 

• Print the image on the Thermacrom film of your choice 

• Apply the Thermacrom Powder to the ink while wet 

• Dry at temperature >120°C for 1-2 min 

• Transfer using a heat press. Minimum transfer temperature 155°C for 15 sec. Increasing the temperature (until 180°C) you may 
reduce the time.  

• Application test should be done with specific ink and specific fabric.   
 

 

 

 

PHYSICAL AND MECHANICAL PROPERTIES 

Property Test method Unit Nominal values 

Color - - White 

Grain Sizes - µm 80-200 

Melting Range 
ANSI/ASTM D 3451-

76 
°C 120-155 

Hardness ASTM D 2240 Shore A 68 

Washing Resistance 40°C - - Excellent 

 
  
 

  

STORAGE 

Recommended to store in well closed original packaging at relative humidity 55-56% RH and temperature 15-30°C in indoor storage. 
Avoid direct sun light.   

 
 
 

 
 

 

 
 

 

 

                                                    
 

 

THERMACROM POWDER TPU technical data sheet 
  

DESCRIPTION APPLICATION FEATURES 

Polyurethane hot-melt adhesive powder 
Transfer of graphics on textile, printed 
utilizing silk screen and digital inkjet 
technology  

• For water-based inks used with 
DTF/DTG systems 

• For plastisol inks used with screen-
printing technology   

• For hot and cold peel  

• High elasticity and softness 

 
 


